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INSTRUCTIONS FOR INSTALLING VENDAPIN LLC VENDING PRODUCTS TO THE 
eStudio200L eStudio230 eStudio28 eStudio350 

             eStudio450 eStudio3511 eStudio4511 eStudio351c 
eStudio451c  EStudio281c Estudio 202L eStudio232 
eStudio282 eStudio352/353 eStudio452 eStudio 205L 

eStudio 203 eStudio 283 EStudio 550 EStudio 255 
 
 
 

 
 

 
1. Start with a functional copier, set up to factory specifications and completely tested in all modes of 

operation. 
 

2. Make sure the customer has purchased the Toshiba Key Counter Harness required for the copier.  
See figure 1 . 

 

Figure 1: Toshiba GQ-1180 Key Counter Harness 
 

3. Make sure you have the VENDAPIN, LLC 609344R harness 
 

4. Locate the 12 pin connector  of the Toshiba interface harness.   
  See figure 2, for closeup of the connector. 
  Note: pin 1 is at the top of the picture, see table  1 for color codes. 

Note: the recommendation to splice the two harnesse s together was per Toshiba's directions. 
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Figure 2 – Toshiba Key Counter Harness 
(12 pin connector to be spliced into, pin 1 is at t op) 

 

Figure 3: VENDAPIN, LLC machine harness splice conn ectors 
 

5. Crimp the splice connector marked #1 (red wire) to pin 1  of the Toshiba harness.  See Table 1 
 
6. Crimp the splice connector marked #2 (green wire) to pin 2  of the Toshiba harness.  See Table 1 
 
7. Crimp the splice connector marked #3 (black wire) to pin 4  of the Toshiba harness.  See Table 1 
 
8. Crimp the splice connector marked #4 (white wire) to pin 6  of the Toshiba harness.  See Table 1 
 
9. Crimp the splice connector marked #5 (blue wire) to pin 7  of the Toshiba harness.  See Table 1 
 
10. Crimp the splice connector marked #6 (blue/white wire) to pin 8  of the Toshiba harness.  See Table 1 
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Toshiba Pin number 

(12 pin connector) 
Toshiba Color of 

wire 
Connect to 609334R splice 

connector # 

1 Grey 1 (RED wire) 

2 Grey 2 (GREEN wire) 

3 Grey  

4 Grey 3 (BLACK wire) 

5 Yellow  

6 Black 4 (WHITE wire) 

7 Red 5 (BLUE wire) 

8 Grey 6 (BLUE/WHITE wire) 

9 Grey  

10 Grey  

11 Blue  

12 Grey  
Table 1 

 
11. Plug the VENDAPIN, LLC machine harness mini-Dsub 15 position connector to J2 on the Raptor II 

VMC controller. Ensure the mounting screws are tight. See Figure 4. 
 

 
Figure 4 

 
12. Route the VENDAPIN, LLC machine harness out the bottom of the enclosure as shown in the following 

photos. Use the supplied strain relief to secure the harness in the exit hole. Figure 5 is for an XL box 
and figure 6 is for an SL box. 
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Figure 5 

 

 
Figure 6 

 
13. Turn off the Copier’s main power and unplug from the AC receptacle. 
 
14. Unplug the VENDAPIN, LLC copy vender from the AC receptacle. 
 
15. Install the Toshiba Key Counter Harness's plugs into the back of the copier.  See figures 7 and 8 for 

examples of where the connectors are installed. 
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Figure 7 

 

 
Figure 8 

 
16. Route the machine harness thru the key counter bracket to the outside of the copier. 
 
17. Make sure the machine harness wires are away from all moving parts. 
 
18. The installation is now complete. It is recommended that the system be tested prior to replacing any of 

the copier covers. Refer to the Operator/Installation Instruction Manual for proper set up and test 
procedures. When the system test is completed and verified, replace all the copier covers.  

 
19. For an explanation of the Steering Mode price matrix, see the coin-op’s user manual. 
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 TIMING HELP 
Please refer to your VENDAPIN user manual for the proper procedure to change the timing settings described below. 
 

 DEFINITIONS 
Sense Time – The length of pulse the VENDAPIN unit will recognize. Sense time MUST be set shorter than the pulse length. 
Example: The pulse length is 120ms, the sense time is set to 130ms. The VENDAPIN unit will not recognize the pulse 
because the sense time is longer than the pulse.  
 
Blind time – The length of time the VENDAPIN unit will ignore any input pulses AFTER it is finished sensing the debit pulse. 
 
Reset delay time – The amount of time from the end of the blind time to reset, or disable, the copier. 
 

 
Problem Cause Solution 

Multiple debits occur on a single vend · Sense time too short 
· Blind time too short 

· Increase sense time 
value 

· Increase blind time 
value 

Free copies being dispensed · Sense time too long 
· Bypass keyswitch on 

· Reduce sense time 
value 

· Turn off bypass mode 
No debits occur · Reset delay too long 

· Sense time too long 
· Decrease reset time 
· Decrease sense time 

No debit on last vend · Blind time too long · Decrease blind time 
Paper jams (first copy) · Reset delay time too 

short 
· Increase reset delay 

time 
Paper jams (one copy selected, tries to make 
another copy) 

· Reset delay time too 
long 

· Leading edge not 
selected 

· Decrease reset delay 
time. 

· Select leading edge 
debit 

Card is ejected while vending device is still 
running, resulting in free copies. 

· Eject delay time too 
short 

· Increase eject delay 
time 

Card takes too long to eject after job is done · Eject delay time too 
long 

· Decrease eject delay 
time 

Skipped debits (debits every other copy) · Sense time too long 
· Blind time too long 

· Decrease sense time 
· Decrease blind time 

 
 
 
              If there are any questions call the Support Department at VENDAPIN LLC, 

       352.678.3037 or email to support@vendapin.com 
 
 

 
NOTE:  For eStudio Copiers also using VENDAPRINT Software: 
 
 The correct code is as follows: 08-381, select to # 3. This will separate print jobs from walk up copy jobs. The code for copy 
only is 08-381, select # 1. 
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Toshiba eStudio  
4-Price Machine Harness (739334-001)  

 
Price BK/W or Color Size 

1 BK/W (LT) 11”x 8 1/2” 
2 BK/W (Large) Legal,Dbl 
9 Color (LT) 11”x 8 1/2” 
10 Color (Large) Legal,Dbl 

 
 


